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About us

Intueri Light was created in 2012 by Krisztian
Mecs and Jozsef Hegedus with help from the best local
artisans. Our goal with Intueri is to create high quality,
original lamps using production methods of traditional
manufacture. We think that the journey that leads to the
finished product is important in its own right - the way
we explore the possibilities of design improvement on our
way to the end result. Our goal is for our clients to look
at our lamps as a personal item. For this reason, we place
great emphasis customized requests.



The ,INTUERP Philosophy

In latin, ,intueri’ means ,,to see” in the sense of
seeing more than meets the eye - that is, intuitive percep-
tion. We continually strive to imbue our lamp designs and
our production process with this trait. Our products are
created through a modular design process with simple,
timeless shapes, providing us with an endless palette of
potential forms. Computer-aided design tools allow us
to react to personalized needs swiftly, but we only allow
ourselves traditional manufacturing technologies during
the production phase - all this to provide every anci-
ent step for the act of ,creation. Only a small number of
pieces are manufactured in order to ensure a great deal of
exclusivity. Maximum quality is guaranteed, along with a
compromise-free use of raw materials, by our score years
of experience in the field, an indispensable asset to our
way of problem-solving. We have our catalog on one hand,
but we also place great emphasis on the bringing to life of
our clients” individual requests, a quick response time and
a flexible way of cooperating during projects.



The ,handmade’ Philosophy

The twentieth century was defined by the side-effects
of industrialization, which created an excessive supply
market in place of the demand-based economy of a hund-
red years ago. We seldom dwell on the fact that most of
the everyday objects we own have copies in the order of
hundred-thousands scattered all over the world. The word
,personal item’ is radically redefined under the pressures
of mass production. As for the forms, design and functi-
onality take precedence now, but automatized production
eliminates direct human action from the process, and so
only huge amounts of robotic copies are created. It is for
this reason that the philosophy of ,handmade’ is gaining
ground - the presence of all ancient phases of creation
bring to life an object with a special emotional atmosphe-
re.



The ,bullarum’ Philosophy

The bullarum lamp fmaily built from modular parts which combines the classic design elements. This construction
system allows to fulfill unige needs fast and easy in different projects. The brass or copper rods and joints are made in two diffe-
rent size, so lights for larger spaces can be built. The basically halogen lamp family’s each model is available in led version so it is
suitable for every energetic requirements.

BuLLARUM 90 mm / 135 mm glass globe



BULLARUM
SS-1 DISC
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265 mm /104"
DIMENSION: WEIGHT:
265 mm X 265 mm X 300 mm LIKG / 2,421bs
10,4” X 10,4 X 11,8”
GLASS GLOBE: 90 mm / 3,57 PACKAGING WEIGHT:
2,5KG / 5,51bs

CANOPY:
8omm (only EU) PACKAGING: (WOODEN BOX)
127,5mm/5 280 mm X 280 mm X 150 mm
CORD: 117 x 117 X 5,97

TEXTIL CORD: BLACK OR RED 2m / 7’
MATERIALS:

HALOGEN ILLUMINATION: (120 / 240V) BRASS OR COPPER BODY, HAND - BLOWEN GLASS

Socket : G9

Bulb: 1 x 35 Watts halogen
Wattage : 35 Watts
Lumens : 390 Lumens

FINISHES: (THE BASIC FINISHED)
BRASS - POLISHED, BRASHED, ANTIQUE

Color temperature : 2900K COPPER - POLISHED, BRASHED

Energy classes : C CrROME

Dimmable : yes BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION: (120V / 240V) RAL corors

Socket : G9

Bulb:1 x 2,5Watts LED CERTIFICATION:

Wattage : 2,5 Watts CE certification of european conformity

Lumens : 200 Lumens UL approved components

Color temperature : 2700K P20 or P @

Energy classes : A++ [HE5]
Dimmable : not LEAD TIME: 4-5 WEEKS



BULLARUM
SS-3 DISC

300 mm /11,8"
450 mm /17,7"

265 mm /104"

DIMENSION: WEIGHT:

265 mm X 265 mm X 300 mm / 450 mm 3.3K6 [ 7,271bs

10,4” X 10,4” X 11,8”/17,7”

GLASS GLOBE: 90 mm / 3,5 PACKAGING WEIGHT:

5kG / 11lbs
CANOPY:
8o mm /100 mm (only EU) PACKAGING: (WOODEN BOX)
127,5mm/5 650 mm X 400 mm X 130 mm
CORD: 256" X 15,77 X 5,17
TEXTIL CORD: BLACK OR RED 2m / 7’

MATERIALS:

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:3 x 35 Watts halogen

Wattage : 105 Watts

Lumens : 1170 Lumens

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

FINISHES: (THE BASIC FINISHED)
BRASS - POLISHED, BRASHED, ANTIQUE

Color temperature : 2900K COPPER - POLISHED, BRASHED

Energy classes : C CROME

Dimmable : yes BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION:  (120V / 240V) RAL corors

Socket : G9

Bulb: 3 x 2,5 Watts LED CERTIFICATION:

Wattage : 7,5 Watts CE certification of european conformity

Lumens : 600 Lumens UL approved components

Color temperature : 2700K P20 or IP44 [O

Energy classes : A++ [NE8]
Dimmable : not LEAD TIME: 4-5 WEEKS



300 mm /11,8"

BULLARUM
SS-5 DISC

450 mm /17,7"
600 mm /23,6"

265 mm /104"

DIMENSION:

265 mm X 265 mm X 300 mm / 450 mm /600 mm
10,4” X 10,4” X 11,8”/17,7"/23,6”

GLASS GLOBE: 9omm / 3,5

CANOPY:
8o mm /100 mm (only EU)
127,5 mm/5”

CORD:
TEXTIL CORD: BLACK OR RED 2m / 7’

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G9

Bulb: 5 x 35 Watts halogen

Wattage : 175 Watts

Lumens : 1950 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:5 x 2,5 Watts LED
Wattage : 12,5 Watts

Lumens : 1000 Lumens

Color temperature : 2700K

Energy classes : A++ [Hd8]
Dimmable : not

WEIGHT:
5,5KG / 12,11bs

PACKAGING WEIGHT:
7,5KG / 16,5 lbs

PACKAGING: (WOODEN BOX)
650 mm X 400 mm X 130 mm
25,6 X 15,77 X 5,17

MATERIALS:
BRASS OR COPPER BODY, HAND - BLOWEN GLASS

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:

CE certification of european conformity
UL approved components

P20 or IP44 [O

LEAD TIME: 4-5 WEEKS



$S-3 DISC BRASS

The bullarum SS series, the beauty of the simplicity draws attention to itself.
The hand-spun brass or copper parts, the hand-blown glass and the effect of the textil covered cord
are a combined effect, which we can create an individual customization option.
The SS3 and SS5 suspensions have an extra canopy of accessories, with which can be arranged to a
bunch with the separate suspensions.
The length of the cord can be specified individually, the appearance can be converted to our mood
the sight of a single line or in a bunch picked suspensions.

$5-5 DISC BRASS
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90 mm /35"
DIMENSION: WEIGHT:
90 mm X 90 mm X 300 mm 1KG / 2,21bs
3,57 X 3,57 X 11,87
GLASS GLOBE: 9omm / 3,5” PACKAGING WEIGHT:
1,5kG / 3,3 1lbs

CANOPY:
8omm (only EU) PACKAGING:

127,5 mm/ 5 150 mm X 150 mm X 220 mm

CORD: 59" X 597 X 87"
TEXTIL CORD: BLACK OR RED 2m / 7’
MATERIALS:

HALOGEN ILLUMINATION: (120 / 240V) BRASS OR COPPER BODY, HAND - BLOWEN GLASS

Socket : G9
Bulb: 1 x 35 Watts halogen

FINISHES: (THE BASIC FINISHED;
Wattage : 35 Watts ( )

Lumens : 390 Lumens BRASS - POLISHED, BRASHED, ANTIQUE
Color temperature : 2900K COPPER - POLISHED, BRASHED

Energy classes : C CrROME

Dimmable : yes BLACK OR WHITE (POWDER COATED)

ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION: (120V / 240V) RAL corors

Socket : G9

Bulb:1 x 2,5Watts LED CERTIFICATION:

Wattage : 2,5 Watts CE certification of european conformity

Lumens : 200 Lumens UL approved components

Color temperature : 2700K 1P 20 or IP44 [O

Energy classes : A++ [HE5]
Dimmable : not LEAD TIME: 4-5 WEEKS



BULLARUM
SS-3

300 mm /11,8"
450 mm /17,7"

90 mm /3,5"
DIMENSION: WEIGHT:
90 mm X 90 mm X 300 mm / 450 mm 3KG / 6,61bs
357 X 3,57 X 11,87 /17,77
PACKAGING WEIGHT:

GLASS GLOBE: 90 mm/ 3,5”
4,5KG | 9,91bs

CANOPY:

8o mm /100 mm (only EU) PACKAGING: (WOODEN BOX)
127,5 mm /57 650 mm X 400 mm X 130 mm
CORD: 256" X 15,77 X 5,17

TEXTIL CORD: BLACK OR RED 2m / 7’
MATERIALS:

HALOGEN ILLUMINATION: - (120V / 240V) BRASS OR COPPER BODY, HAND - BLOWEN GLASS

Socket : G9

Bulb:3 x 35 Watts halogen
Wattage : 105 Watts
Lumens : 1170 Lumens

FINISHES: (THE BASIC FINISHED)
BRASS - POLISHED, BRASHED, ANTIQUE

Color temperature : 2900K COPPER - POLISHED, BRASHED

Energy classes : C CROME

Dimmable : yes BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION:  (120V / 240V) RAL corors

Socket : G9

Bulb: 3 x 2,5 Watts LED CERTIFICATION:

Wattage : 7,5 Watts CE certification of european conformity

Lumens : 600 Lumens UL approved components

Color temperature : 2700K P20 or IP44 [O

Energy classes : A++ [NE8]
Dimmable : not LEAD TIME: 4-5 WEEKS



22

300 mm /11,8"

BULLARUM
SS-5

450 mm /17,7"
600 mm /23,6"

90 mm /3,5"

DIMENSION:

90 mm X 90 mm X 300 mm / 450 mm /600 mm
3,57 X 3,57 X 11,8"/17,77/23,6”

GLASS GLOBE: 9omm / 3,5

CANOPY:
8o mm /100 mm (only EU)
127,5 mm/5”

CORD:
TEXTIL CORD: BLACK OR RED 2m / 7’

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G9

Bulb: 5 x 35 Watts halogen

Wattage : 175 Watts

Lumens : 1950 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:5 x 2,5 Watts LED
Wattage : 12,5 Watts

Lumens : 1000 Lumens

Color temperature : 2700K

Energy classes : A++ [Hd8]
Dimmable : not

WEIGHT:
5kG / 11lbs

PACKAGING WEIGHT:
7KG /| 15,4 lbs

PACKAGING: (WOODEN BOX)
650 mm X 400 mm X 130 mm
25,6 X 15,77 X 5,17

MATERIALS:
BRASS OR COPPER BODY, HAND - BLOWEN GLASS

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:

CE certification of european conformity
UL approved components

P20 or IP44 [O

LEAD TIME: 4-5 WEEKS



BULLARUM $I-3 (60 mm canopy system)

689 mm - 1039 mm / 27,17 - 40,9”

BULLARUM
SI-3

970 mm - 1600 mm / 38,17 - 63”

1175 mm / 46,2”

DIMENSION:

1175 mm X 90 mm X (689 mm - 1600 mm)
46,27 X 3,57 X (27,17 - 637)

GLASS GLOBE: 9o mm / 3,5”

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
3,5KG / 7,71 1bs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:3 x 35 Watts halogen

Wattage : 105 Watts

Lumens: 1100 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:3 x 2,5 Watts LED
Wattage : 7,5 Watts

Lumens : 600 Lumens

Color temperature : 3000K

Energy classes : A++ [8]
Dimmable : not

CANOPY:

6omm /2,4 (ONLY EU)

150mm/ 5,9

PACKAGING WEIGHT:
10kG / 221bs

PACKAGING: (WOODEN BOX)
1200 mm X 360 mm X 145 mm
47,2” X 14,2 X 5,77

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 @

LEAD TIME: 4-5 WEEKS



BULLARUM $I-2 VH (60 mm canopy system)

689 mm - 1039 mm / 27,17 - 40,9”

BULLARUM
SI-2

970 mm - 1600 mm / 38,17 - 63”

1143 mm / 45”

DIMENSION:

1143 mm X 9o mm X (689 mm - 1600 mm)
45" x 3,57 x (27,17 - 637)

GLASS GLOBE: 90 mm / 3,5

MATERIALS:
BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
3,5KG / 7,71 1bs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G6,35

Bulb:2 x 35 Watts halogen

Wattage : 70 Watts

Lumens : 800 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G4

Bulb:2 x 2 Watts LED

Wattage : 4 Watts

Lumens : 400 Lumens

Color temperature : 3000K

Energy classes : A++ [8]
Dimmable : not

CANOPY:

60omm/2,4” (WITH TRANSFORMERS) (ONLY EU)
150 mm/ 5,9” (WITH TRANSFORMERS)

130 mm/ 5,1” (REMOTE TRANSFORMERS)
TRASFORMERS TYPE:

LIGHTECH LET 151 12V /230-240V (BU)
LIGHTECH LET 75 12V /230-240V (EU)
LIGHTECH LET 75 12V /110-120V (US)
LIGHTECH LED-10W / 700mA /120-240V
PACKAGING WEIGHT:

10kG / 221bs

PACKAGING: (WOODEN BOX)
1100 mm X 200 mm X 180 mm
43,37 X 7,9” x 7,17

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND
RAL coLoRs

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 O

LEAD TIME: 4-5 WEEKS



The Bullarum ST-3
chandelier an off-center yet
stable configuration. handcrafted
joints, rods and hand-blown glass
diffusers seamlessly connect and
accent one another, culminating
in an intuitive design with bright
illumination. the angle of each
pipe can be determined and set
during installation with the inclu-
ded tools.

BuLLARUM sT-3 (60 mm canopy system)

BULLARUM
ST-3

1090 mm - 1430 mm / 42,9” - 56,3”

1143 mm / 45”

DIMENSION:
1143 mm X 90 mm X (1090 mm - 1430 mm)

457 X 3,57 X (42,97 - 56,37)
GLASS GLOBE: 90 mm / 3,5

MATERIALS:
BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
8kG / 17,6lbs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G6,35

Bulb: 3 x 35 Watts halogen

Wattage : 105 Watts

Lumens : 1200 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G4

Bulb:3 x 2 Watts LED
Wattage : 6 Watts

Lumens : 600 Lumens

Color temperature : 3000K

Energy classes : A++ [8]
Dimmable : not

CANOPY:

60omm/2,4” (WITH TRANSFORMERS) (ONLY EU)
150 mm/ 5,9” (WITH TRANSFORMERS)

130 mm/ 5,1” (REMOTE TRANSFORMERS)
TRASFORMERS TYPE:

LIGHTECH LET 151 12V /230-240V (BU)
LIGHTECH LET 75 12V /230-240V (EU)
LIGHTECH LET 75 12V /110-120V (US)
LIGHTECH LED-10W / 700mA /120-240V
PACKAGING WEIGHT:

15kG / 331bs

PACKAGING: (WOODEN BOX)
1350 mm X 360 mm X 145 mm
53,17 X 14,2” X 5,77

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND
RAL coLoRs

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 @
LEAD TIME: 4-5 WEEKS



BULLARUM $I-4 VH (150 mm / 5.9” canopy system)

689 mm - 1039 mm / 27,17 - 40,9”

BULLARUM
SI-4

970 mm - 1600 mm / 38,17 - 63”

1210 mm / 47,6”

DIMENSION:

1210 mm X 420 mm X (689 mm - 1600 mm)
47,6” X 16,57 X (27,17 - 637)

GLASS GLOBE: 90 mm / 3,5

MATERIALS:
BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
10KG / 221bs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G6,35

Bulb:4 x 35 Watts halogen

Wattage : 140 Watts

Lumens : 1600 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G4

Bulb:4 x 2 Watts LED
Wattage : 8 Watts

Lumens : 800 Lumens

Color temperature : 3000K

Energy classes : A++ [8]
Dimmable : not

CANOPY:

60omm/2,4” (WITH TRANSFORMERS) (ONLY EU)
150 mm/ 5,9” (WITH TRANSFORMERS)

130 mm/ 5,1” (REMOTE TRANSFORMERS)
TRASFORMERS TYPE:

LIGHTECH LET 151 12V /230-240V (BU)
LIGHTECH LET 75 12V /230-240V (EU)
LIGHTECH LET 75 12V /110-120V (US)
LIGHTECH LED-10W / 700mA /120-240V
PACKAGING WEIGHT:

15kG / 331bs

PACKAGING: (WOODEN BOX)
1350 mm X 360 mm X 180 mm
53,17 X 14,17 X 7,17

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND
RAL coLoRs

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 O

LEAD TIME: 4-5 WEEKS



BULLARUM SI-4 FIX (130 mm canopy system)

The Bullarum SI-4 Chandelier perpendicularly joins handcrafted joints, rods and four hand-blown glass
diffusers seamlessly connect and accent one another, culminating in an intuitive design with bright illumination.

BULLARUM $1-4 FIX (60 mm canopy system only EU)
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BULLARUM
SI-6

706 mm - 911 mm / 27,8” - 35,9”
946 mm - 1311 mm / 37,2” - 51,6”

1170 mm / 46”

DIMENSION:

1170 mm X 1170 mm X (706 mm - 1311 mm)
467 X 467 X (27,8” - 51,67)

GLASS GLOBE: 9omm /3,5

MATERIALS:
BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
10,5kG / 23 1bs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G6,35

Bulb: 6 x 35 Watts halogen

Wattage : 210 Watts

Lumens : 2400 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G4

Bulb: 6 x 2 Watts LED
Wattage : 12 Watts

Lumens : 1200 Lumens

Color temperature : 3000K
Energy classes : A++ [LED|

Dimmable : not

CANOPY:
153 mm/6” (WITH TRANSFORMERS)
150 mm/ 5,9” (REMOTE TRANSFORMERS)

TRASFORMERS TYPE:

LIGHTECH LET 75 12V /230-240V (EU)
LIGHTECH LET 75 12V /110-120V (US)
LIGHTECH LED-10W / 700mA /120-240V

PACKAGING WEIGHT:
38kG / 831bs

PACKAGING: (WOODEN BOX)
1350 mm X 1100 mm X 220 mm
53,17 X 43,37 X 8,67

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND
RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 O

LEAD TIME: 4-5 WEEKS



BULLARUM S1-6 FIX (BLACK AND BRUSHED BRASS)

Chande ier joins six solid brass pipes. Intue-
ri's modular design system, handcrafted joints, rods
and hand-blown glass diffusers seamlessly connect
and tone one another, giving in an simple design with

bright

BULLARUM $I-6 VH-L (BLACK AND BRUSHED BRASS)
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BuLLARUM sT-9 (bowden system)
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BULLARUM
ST-9 i

1500 mm - 7000 mm / 59” - 275”

1143 mm / 45”

DIMENSION:

1143 mm X 1143 mm X 1220

457 X 457 x 487

GLASS GLOBE: 9omm /3,5

OVERALL HEIGHT : 1500 mm -7000 mm
59”7 - 275"

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
14KG / 30,9 lbs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G6,35

Bulb:9 x 35 Watts halogen

Wattage : 315 Watts

Lumens : 3600 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G4

Bulb:9 x 2 Watts LED
Wattage : 18 Watts

Lumens : 3600 Lumens

Color temperature : 3000K

Energy classes : A++ [8]
Dimmable : not

CANOPY:

180 mm / 7,1” (WITH TRANSFORMERS)

TRASFORMERS TYPE:

LIGHTECH LET 75 12V /230-240V (EU)
LIGHTECH LET 75 12V /110-120V (US)
LIGHTECH LED-10W / 700mA /120-240V
PACKAGING WEIGHT:

50KG / 110 lbs

PACKAGING: (WOODEN BOX)
1300 mm X 1300 MM X 400 mm
51,2” X 51,2 X 15,7

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND
RAL coLoRs

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 O

LEAD TIME: 4-5 WEEKS
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A perfect example of Intueri’s modular design system,
handcrafted joints, rods and hand-blown glass diffusers seam-
lessly connect and accent one another, culminating in an intui-
tive design with bright illumination. Suspended from three solid
downrods, each brass hubs act as a pivoting axis for each pipe
holding the light sources; the angle of each pipe can be determi-
ned and set during installation with the included tools.



BuLLARUM sT-12 (bowden system)

42

BULLARUM
ST-12 e

1300 mm - 3400 mm / 51” - 133”

1295 mm / 517

DIMENSION:

1295 mm X 1295 mm X 1220

517 X 517 X 48”

GLASS GLOBE: 9omm /3,5

OVERALL HEIGHT : 1300 mm -3400 mm
517-133"

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
20KG / 44 lbs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G6,35

Bulb:12 x 20 Watts halogen
Wattage : 240 Watts

Lumens : 2400 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G4

Bulb:12 x 2 Watts LED
Wattage : 24 Watts

Lumens : 2400 Lumens

Color temperature : 3000K

Energy classes : A++ [8]
Dimmable : not

43

CANOPY:

220 mm / 8,7” (WITH TRANSFORMERS)

TRASFORMERS TYPE:

LIGHTECH LET 105 12V /230-240V (EU)
LIGHTECH LET 105 12V /110-120V (US)
LIGHTECH LED-10W / 700mA /120-240V
PACKAGING WEIGHT:

70KG / 1541bs

PACKAGING: (WOODEN BOX)
1500 mm X 1000 mm X 500 mm
597 X 39,4” X 19,7”

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND
RAL coLoRs

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 O

LEAD TIME: 4-5 WEEKS



A perfect example of Intueri’s modular design system,
handcrafted joints, rods and hand-blown glass diffusers seam-
lessly connect and accent one another, culminating in an intui-
tive design with bright illumination. Suspended from three solid
downrods, each brass hubs act as a pivoting axis for each pipe
holding the light sources; the angle of each pipe can be determi-
ned and set during installation with the included tools.
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BULLARUM
Y-2

670 mm / 22,8

930 mm / 36,6”

DIMENSION:

930 mm X 90 mm X 580 mm
36,6” X 3,57 X 22,8”

GLASS GLOBE: 90 mm/ 3,5”
CANOPY DIAMETER: 127 mm/ 5,5”

TEXTIL CORD: BLACK OR RED 2M / 7’

WEIGHT:
2,8KG / 6,17 Ibs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:2 x 35 Watts halogen

Wattage : 70 Watts

Lumens : 780 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : not

LED ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:2 x 2,5 Watts LED

Wattage : 5 Watts

Lumens : 400 Lumens

Color temperature : 2700K

Energy classes : A+ 8]

Dimmable : not
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PACKAGING WEIGHT:

5KG / 11lbs

PACKAGING: (WOODEN BOX)
850 mm X 250 mm X 130 mm

33,57 X 9,87 x 5,17

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

FINISHES: (THE BASIC FINISHED)
BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 @

LEAD TIME: 4-5 WEEKS



264" - 33,57

800 mm - 1200 mm / 31,57 - 47,27

670 mm - 850 mm /

BULLARUM

Y-6

950 mm / 37,4”

DIMENSION:

950 mm X 910 mm X (670 mm - 1200 mm)
37,47 X 358" X (31,57 - 47,27)

GLASS GLOBE: 9omm /3,5

MATERIALS:
BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
10kG / 221bs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G6,35

Bulb: 6 x 35 Watts halogen

Wattage : 210 Watts

Lumens : 2400 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G4

Bulb: 6 x 2 Watts LED
Wattage : 12 Watts

Lumens : 1200 Lumens

Color temperature : 3000K
Energy classes : A++ [LED|

Dimmable : not
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CANOPY:
153 mm/6” (WITH TRANSFORMERS)
150 mm/ 5,9” (REMOTE TRANSFORMERS)

TRASFORMERS TYPE:

LIGHTECH LET 75 12V /230-240V (EU)
LIGHTECH LET 75 12V /110-120V (US)
LIGHTECH LED-10W / 700mA /120-240V

PACKAGING WEIGHT:
25kG / 551bs

PACKAGING: (WOODEN BOX)
1000 mm X 800 mm X 250 mm

39,47 X 31,57 X 9,87

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND
RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 O

LEAD TIME: 4-5 WEEKS



264" - 33,57

800 mm - 1200 mm / 31,57 - 47,27

670 mm - 850 mm /

BULLARUM
Y-12

1040 mm / 41”

DIMENSION:
1040 mm X 1040 mm X (670 mm - 850 mm)
(800 mm - 1200 mm)
417 X 417 X (26,47 - 33,57)
(31,57 - 47,27)
GLASS GLOBE: 9omm /3,5
MATERIALS:
BRASS OR COPPER BODY, HAND - BLOWEN GLASS

WEIGHT:
15kG / 331bs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G6,35

Bulb: 12 x 20 Watts halogen
Wattage : 240 Watts

Lumens : 2400 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : yes

LED ILLUMINATION: (120V / 240V)
Socket : G4

Bulb: 12 x 2 Watts LED
Wattage : 24 Watts

Lumens : 2400 Lumens

Color temperature : 3000K

Energy classes : A++ 8]
Dimmable : not

CANOPY:
153 mm/6” (WITH TRANSFORMERS)
180 mm /7” (WITH TRANSFORMERS)

TRASFORMERS TYPE:

LIGHTECH LET 75 12V /230-240V (EU)
LIGHTECH LET 75 12V /110-120V (US)
LIGHTECH LED-10W / 700mA /120-240V

PACKAGING WEIGHT:
30KG / 66 lbs

PACKAGING: (WOODEN BOX)
1350 mm X 1000 mm X 250 mm

53,17 X 39,4” X 9,87

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND
RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 O

LEAD TIME: 4-5 WEEKS






BULLARUM
FT-3
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1050 mm / 41,3”
DIMENSION: TRASFORMERS TYPE:
1050 mm X 204 Mm X 1430 mm LIGHTECH LET 75 12V /230-240V (EU)
41,37 x 87 X 56,37 LIGHTECH LET 75 12V /110-120V (US)
GLASS GLOBE : 90 mm / 3,5” LIGHTECH LED-10W / 700mA /120-240V
CORD AND PLUG: WEIGHT:
Prug type: A.C.G. L 12KG / 26,5 lbs
TEXTIL CORD: BLACK OR RED
PACKAGING WEIGHT:

MATERIALS: 45KG / 99,2 1bs

BRASS OR COPPER BODY, HAND - BLOWEN GLASS
PACKAGING: (WOODEN BOX)
1450 mm X 750 mm X 250 mm

HALOGEN ILLUMINATION: (120V / 240V) » » .
57,17 X 29,57 X 9,8

Socket : G6,35

Bulb:3 x 35 Watts halogen
Wattage : 105 Watts
Lumens: 1200 Lumens

FINISHES: (THE BASIC FINISHED)
BRASS - POLISHED, BRASHED, ANTIQUE

Color temperature : 2900K COPPER - POLISHED, BRASHED

Energy classes : C CrOME

Dimmable : yes BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION: (120V / 240V) RAL coLors

Socket : G4

Bulb:3 x 2 Watts LED CERTIFICATION:

Wattage : 6 Watts CE certification of european conformity

Lumens : 600 Lumens UL approved components

Color temperature : 3000K P20 @

Energy classes : A++ [H8]

Dimmable : not LEAD TIME: 4-5 WEEKS



BULLARUM
SKEW FLOOR

1200 mm /472"

265 mm /104"

DIMENSION: WEIGHT:

265 mm X 265 mm X 1200 mm 3,2K6 [ 7,051bs

10,4” X 10,4” X 47,2

GLASS GLOBE: 9omm / 3,5” PACKAGING WEIGHT:

10kG / 221bs

PACKAGING: (WOODEN BOX)
220 mm X 220 mm X 1200 mm
8,6” X 8,6” X 47,27

CORD AND PLUG:
PruGc type: A.C.G. L
TEXTIL CORD: BLACK OR RED

MATERIALS:

HALGGEN ILLUMINATION: 120V / 240V) BRASS OR COPPER BODY, HAND - BLOWEN GLASS

Socket : G9

Bulb: 1 x 35 Watts halogen
Wattage : 35 Watts

Lumens : 390 Lumens
Color temperature : 2900K

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

Energy classes : C CROME

Dimmable : not BLACK OR WHITE (POWDER COATED)

ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION: (120V / 240V) RAL coLors

Socket : G9

Bulb:1 x 2,5 Watts LED CERTIFICATION:

Wattage : 2,5 Watts CE certification of european conformity
Lumens : 200 Lumens UL approved components

Color temperature : 2700K P20 @

Energy classes : A++ [HE3]

Dimmable : not LEAD TIME: 4-5 WEEKS



BULLARUM
SKEW TABLE

385 mm /151"

265 mm /104"

DIMENSION: WEIGHT:

265 mm X 265 mm X 385 mm 2,8KG / 6,17 lbs

10,4” X 10,4” X 15,17

GLASS GLOBE: 9omm / 3,5” PACKAGING WEIGHT:

5kG / 11lbs

PACKAGING: (WOODEN BOX)
220 mm X 220 mMm X 400 mm
8,6” x 8,6” X 15,7

CORD AND PLUG:
Prug tyPE: A.C.G. L.
TEXTIL CORD: BLACK OR RED

MATERIALS:

HALOGEN ILLUMINATION: - (120V / 240V) BRASS OR COPPER BODY, HAND - BLOWEN GLASS

Socket : G9
Bulb: 1 x 35 Watts halogen

FINISHES: (THE BASIC FINISHED;
Wattage : 35 Watts ( )

Lumens : 390 Lumens BRASS - POLISHED, BRASHED, ANTIQUE
Color temperature : 2900K COPPER - POLISHED, BRASHED

Energy classes : C CROME

Dimmable : not BLACK OR WHITE (POWDER COATED)

ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION: (120V / 240V) RAL corors

Socket : G9

Bulb:1 x 2,5 Watts LED CERTIFICATION:

Wattage : 2,5 Watts CE certification of european conformity
Lumens : 200 Lumens UL approved components

Color temperature : 2700K P20 @

Energy classes : A++ [HE8]
Dimmable : not LEAD TIME: 4-5 WEEKS



SKEW TABLE COPPER

SKEW TABLE BRASS SKEW TABLE BLACK

Omwcm__< topped with a metal disk hat, the Light Skew Table Lamp utilizes simple, yet skill-
fully crafted components in order to direct light with a stylish flair. The hand-spun disk is shaped like
a drum cymbal, tilting and reflecting brightly diffused light in any direction. Met with perfect balance,
the adjustable shade can be tipped at rather extreme angles while maintaining stability atop the
frosted glass sphere. For more generalized illumination, simply remove the metal top hat to create a
more minimal look.

SKEW TABLE CROME

60 61






BULLARUM
S-1 FLOOR

1220 - 1600 mm /48" - 63"

523 mm /17

DIMENSION: WEIGHT:
523 mMm X 455 mm X 1220-1600 mm 24KG / 5,291bs
20,6” X 17,9” X 48”-63”

GLASS GLOBE: 90 mm/ 3,5” PACKAGING WEIGHT:

10kG / 221bs

PACKAGING: (WOODEN BOX)
1300 mm X 400 mm X 130 mm
51,2” X 15,77 X 5,17

CORD AND PLUG:
PruG type: A.C.G. L.
TEXTIL CORD: BLACK OR RED

MATERIALS:

HALOGEN ILLUMINATION: - (120 / 240V) BRASS OR COPPER BODY, HAND - BLOWEN GLASS

Socket : G9

Bulb: 1 x 35 Watts halogen
Wattage : 35 Watts

Lumens : 390 Lumens BRASS - POLISHED, BRASHED, ANTIQUE
Color temperature : 2900K COPPER - POLISHED, BRASHED

Energy classes : C CrOME

Dimmable : nq BLACK OR WHITE (POWDER COATED)

FINISHES: (THE BASIC FINISHED)

ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION: (120V / 240V) RAL coLors

Socket : G9

Bulb:1 x 2,5 Watts LED CERTIFICATION:
Wattage : 2,5 Watts CE certification of european conformity

Lumens : 200 Lumens UL approved components
Color temperature : 2700K P20 @

Energy classes : A++ [N=5]
Dimmable : not LEAD TIME: 4-5 WEEKS




BULLARUM
MEDAL

560 mm / 227

340 mm/ 13,4”

DIMENSION:

340 mm X 90 mm X 560 mm
13,47 X 3,57 x 227

GLASS GLOBE: 90 mm/ 3,5”
CANOPY DIAMETER: 127 mm/ 5,5”
TEXTIL CORD: BLACK OR RED 2M / 7°

WEIGHT:
1,3kG / 2,86 1bs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G9

Bulb: 1 x 35 Watts halogen

Wattage : 35 Watts

Lumens : 390 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : not

LED ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:1 x 2,5 Watts LED

Wattage : 2,5 Watts

Lumens : 200 Lumens

Color temperature : 2700K

Energy classes : A+ 8]

Dimmable : not

PACKAGING WEIGHT:

5KG / 11lbs

PACKAGING: (WOODEN BOX)
650 mm X 400 mm X 130 mm

25,6” X 15,77 X 5,17

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

FINISHES: (THE BASIC FINISHED)
BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 @

LEAD TIME: 4-5 WEEKS



BULLARUM
TURBAYA
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285 mm /11,2"
DIMENSION: WEIGHT:
285 mm X 300 mm X 300 mm 1,25KG /2,75 Ibs
11,2” X 11,8” X 11,8”
GLASS GLOBE: 9o mm / 3,5” PACKAGING WEIGHT:
SKG / 11lbs

CORD AND PLUG: PACKAGING: (WOODEN BOX)
Prug tyPE: A.C.G. L. 320 mm X 320 mm X 250 mm
TEXTIL CORD: BLACK OR RED 12,6” X 12,6” X 9,8”

MATERIALS:

HALOGEN ILLUMINATION: - (120V / 240V) BRASS OR COPPER BODY, HAND - BLOWEN GLASS

Socket : G9
Bulb:1 x 35 Watts halogen

FINISHES: (THE BASIC FINISHED;
Wattage : 35 Watts ( )

Lumens : 390 Lumens BRASS - POLISHED, BRASHED, ANTIQUE
Color temperature : 2900K COPPER - POLISHED, BRASHED

Energy classes : C CROME

Dimmable : not BLACK OR WHITE (POWDER COATED)

ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION: (120V / 240V) RAL corors

Socket : G9

Bulb:1 x 2,5 Watts LED CERTIFICATION:

Wattage : 2,5 Watts CE certification of european conformity
Lumens : 200 Lumens UL approved components

Color temperature : 2700K P20 @

Energy classes : A++  [Wd5]

Dimmable : not LEAD TIME: 4-5 WEEKS



TURBAYA BRASS

TURBAYA WHITE / BRASS

TURBAYA COPPER
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TURBAYA BLACK / BRASS

The Turbaya Table/Wall Lamp the look of a gramophone, shining
bright light from a flared reflector shade. The bended pipe structure acts as a
flat base and can also be hung from the wall as an up or down light (as an up
ht the shade becomes adjustable). Hand-spun by artisans, the broad metal
shade puts forth a staggering amount of diffused illumination which can create
direct or accent lighting depending on the orientation of the fixture.
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BULLARUM
BONBON
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90 mm /3,5"
DIMENSION: WEIGHT:
90 mm X 90 mm X 180 mm 1KG / 2,21bs
357 X 3.5 X 7
GLASS GLOBE: 90 mm /3,57 PACKAGING WEIGHT:
1,5KG / 3,31bs
CORD AND PLUG: PACKAGING:
Prug tyPE: A.C.G. L. 150 Mm X 150 MM X 220 mm
TEXTIL CORD: BLACK OR RED 50" X 59" X 87
MATERIALS:
HALOGEN ILLUMINATION: (120V / 240V)
BRASS OR COPPER BODY, HAND - BLOWEN GLASS
Socket : G9
Bulb:1 x 35 Watts halogen
FINISHES: (THE BASIC FINISHED)
Wattage : 35 Watts
Lumens : 390 Lumens BRASS - POLISHED, BRASHED, ANTIQUE
Color temperature : 2900K COPPER - POLISHED, BRASHED
Energy classes : C CrOME
Dimmable : not BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND
LED ILLUMINATION: (120V / 240V) RAL coLors
Socket : G9
Bulb:1 x 2,5 Watts LED CERTIFICATION:
Wattage : 2,5 Watts CE certification of european conformity
Lumens : 200 Lumens UL approved components
Color temperature : 2700K P20 @

Energy classes : A++  [Wd5]
Dimmable : not LEAD TIME: 4-5 WEEKS



BULLARUM
BONBON DISC
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265 mm /104"
DIMENSION: WEIGHT:
265 mm X 265 mm X 180 mm LIKG / 2,421bs
104" X 104° X 7
GLASS GLOBE: gomm / 3,5” PACKAGING WEIGHT:
4kG / 8,81bs
CORD AND PLUG: PACKAGING: (WOODEN BOX)
PruG type: A.C.G. L. 320 mm X 320 mm X 250 mm
TEXTIL CORD: BLACK OR RED 12,6” X 12,6” X 9,8”
MATERIALS:
HALOGEN ILLUMINATION: (120V / 240V)
BRASS OR COPPER BODY, HAND - BLOWEN GLASS
Socket : G9
Bulb:1 x 35 Watts halogen
FINISHES: (THE BASIC FINISHED)
Wattage : 35 Watts
Lumens : 390 Lumens BRASS - POLISHED, BRASHED, ANTIQUE
Color temperature : 2900K COPPER - POLISHED, BRASHED
Energy classes : C CROME
Dimmable : not BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND
LED ILLUMINATION: (120V / 240V) RAL corors
Socket : G9
Bulb:1 x 2,5 Watts LED CERTIFICATION:
Wattage : 2,5 Watts CE certification of european conformity
Lumens : 200 Lumens UL approved components
Color temperature : 2700K P20 @
Energy classes : A++  [Wd5]
Dimmable : not LEAD TIME: 4-5 WEEKS



Bonbon Table Lamp emanates a glowing light from a carefully spun metal structure and
hand-blown glass diffuser. Appropriately named after a small confection, the Bonbon makes for
practical ambient lighting with a small body that can be placed virtually anywhere. Cleverly topped
with an adjustable metal disk, the engaging light can be reflected downward or tilted depending
on the orientation of the shade. The simple geometric components are handcrafted by artisans,
culminating in a seamless form that creates a beautiful light.

BONBON DISC/ CROME



BULLARUM
WALL ONE

245 mm /9,6"

135mm /53" 127 mm /5,5" (us)
100 mm /3,9" (eu)

DIMENSION: PACKAGING WEIGHT:

127 mm X 135 mm X 245 mm
7 > e 2,5KG / 5,51bs
11,27 X 11,87 X 11,8

GLASS GLOBE: 9o mm/ 3,5” PACKAGING:

150 mm X 150 mm X 220 mm

WEIGHT: N N N
59" X 59 X 87

0,8KG / 1,76 lbs

MATERIALS:

HALOGEN ILLUMINATION: - (120V / 240V) BRASS OR COPPER BODY, HAND - BLOWEN GLASS

Socket : G9
Bulb:1 x 35 Watts halogen

FINISHES: (THE BASIC FINISHED;
Wattage : 35 Watts ( )

Lumens : 390 Lumens BRASS - POLISHED, BRASHED, ANTIQUE
Color temperature : 2900K COPPER - POLISHED, BRASHED

Energy classes : C CROME

Dimmable : not BLACK OR WHITE (POWDER COATED)

ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION: (120V / 240V) RAL corors

Socket : G9

Bulb:1 x 2,5 Watts LED CERTIFICATION:

Wattage : 2,5 Watts CE certification of european conformity
Lumens : 200 Lumens UL approved components

Color temperature : 2700K P20 @

Energy classes : A++  [Wd5]

Dimmable : not LEAD TIME: 4-5 WEEKS



BULLARUM
WALL ONE 2

245 mm /9,6"

135mm /5,3"

DIMENSION:
127 mm X 135 mm X 245 mm
11,2” X 1,8” X 11,8”

GLASS GLOBE: 90 mm / 3,5”

WEIGHT:

1KG / 2,221bs

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:2 x 35 Watts halogen

Wattage : 70 Watts

Lumens : 780 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : not

LED ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:2 x 2,5 Watts LED
Wattage : 5 Watts

Lumens : 400 Lumens

Color temperature : 2700K

Energy classes : A++  [Wd5]
Dimmable : not

127 mm /55"

PACKAGING WEIGHT:
4kG / 881bs

PACKAGING:

320 mm X 320 mm X 250 mm
12,67 X 12,6” X 9,8”

MATERIALS: (WOODEN BOX)

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 @

LEAD TIME: 4-5 WEEKS



BULLARUM
WALL SOLO

710 mm /27,9"

220 mm /8,6"

DIMENSION:

Nmm mm X 220 mm X 710 mm
10,4” X 8,6” x 27,97

GLASS GLOBE: 90 mm/ 3,5”

CORD AND PLUG:
Prug tyPE: A.C.G. L.
TEXTIL CORD: BLACK OR RED

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:1 x 35 Watts halogen

Wattage : 35 Watts

Lumens : 390 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : not

LED ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:1 x 2,5 Watts LED
Wattage : 2,5 Watts

Lumens : 200 Lumens

Color temperature : 2700K

Energy classes : A++  [Wd5]
Dimmable : not

265 mm /104"

WEIGHT:
1,25KG / 2,75 lbs

PACKAGING WEIGHT:
SKG / 11lbs

PACKAGING: (WOODEN BOX)
650 mm X 400 mm X 130 mm
25,6 X 157" X 5,17

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 @

LEAD TIME: 4-5 WEEKS



BULLARUM

WALL S-1 LONG A

420 mm /16,5"

265 mm /104"

DIMENSION:

265 mm X 620 mm X 420 mm
10,4” X 24,4” X 16,57
GLASS GLOBE: 9omm /3,5

CORD AND PLUG:
Prug tyPE: A.C.G. L.
TEXTIL CORD: BLACK OR RED

HALOGEN ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:1 x 35 Watts halogen

Wattage : 35 Watts

Lumens : 390 Lumens

Color temperature : 2900K

Energy classes : C

Dimmable : not

LED ILLUMINATION: (120V / 240V)
Socket : G9

Bulb:1 x 2,5 Watts LED
Wattage : 2,5 Watts

Lumens : 200 Lumens

Color temperature : 2700K

Energy classes : A++  [Wd5]
Dimmable : not

620 mm /244"

WEIGHT:
0,8KG / 1,76 lbs

PACKAGING WEIGHT:
SKG / 11lbs

PACKAGING: (WOODEN BOX)
650 mm X 400 mm X 130 mm
25,6 X 15,77 X 5,17

MATERIALS:

BRASS OR COPPER BODY, HAND - BLOWEN GLASS

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)
ORDER OPTIONS THE ALL FINISHES, AND

RAL coLors

CERTIFICATION:
CE certification of european conformity
UL approved components

P20 @

LEAD TIME: 4-5 WEEKS



BULLARUM
WALL DISC
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265 mm /104" 115 mm /45"
DIMENSION: PACKAGING WEIGHT:
265 mm X 265 mm X 115 mm 3KG / 6,61bs
10,4” X 10,4” X 4,57
GLASS GLOBE: 90 mm/ 3,5” PACKAGING: (WOODEN BOX)
320 mm X 320 mm X 220 mm
WEIGHT: 12,67 X 12,6 X 8,7
1KG / 2,21bs
MATERIALS:
HALOGEN ILLUMINATION:  (120V / 240V) BRASS OR COPPER BODY, HAND - BLOWEN GLASS

Socket : G9

Bulb:1 x 35 Watts halogen
Wattage : 35 Watts

Lumens : 390 Lumens

FINISHES: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE

Color temperature : 2900K COPPER - POLISHED, BRASHED

Energy classes : C CROME

Dimmable : not BLACK OR WHITE (POWDER COATED)

ORDER OPTIONS THE ALL FINISHES, AND

LED ILLUMINATION: (120V / 240V) RAL corors

Socket : G9

Bulb:1 x 2,5 Watts LED CERTIFICATION:

Wattage : 2,5 Watts CE certification of european conformity
Lumens : 200 Lumens UL approved components

Color temperature : 2700K P20 @

Energy classes : A++  [Wd5]

Dimmable : not LEAD TIME: 4-5 WEEKS



FINISHED: (THE BASIC FINISHED)

BRASS - POLISHED, BRASHED, ANTIQUE, BLACKENED
COPPER - POLISHED, BRASHED

CROME

BLACK OR WHITE (POWDER COATED)

ORDER OPTIONS THE ALL RAL COLOR
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